Replacement Relays/A6164BP Complete

heplacement  Adams 02100-Series Replacement
ol Magnet Switches for Otis Type A6164BP

Adams tests every single switch/relay. Our complete replacement switches
(02100 series) for the Otis Type A6164BP Magnet Switch are shipped with

a coil.
C COMPLETE REPLACEMENT A6164 RELAYS
z Adams * Adams Otis part no.
part no. Make/Break coil no. (A6164BP-)
General Purpose, 2- & 3-Lead Coil
021A02Y1 2B H5317 102CY1
021A04Y1 4B H5317 104CY1
- 021A04Y2 4B H5318 104CY2
1 021A11Y1 1M 1B H5317 111CY1
021A13Y1 1M 3B H5317 113CY1
021A14Y1 1M 4B H5317 114CY1
021A14Y2 1M 4B H5318  1f14CY2
021A20Y10 2M H7587 120CY10
021A20Y3 2M H5319 120CY3
021A20Y1 2M H5317 120CY1
021A22Y2 2M 2B H5318 122CY2
021A22Y1 2M 2B H5317 122CY1
021A23Y1 2M 3B H5317 123CY1
021A23Y2 2M 3B H5318 123CY2
021A31Y3 3M 1B H5319 131CY3
021A31Y1 3M 1B H5317 131CY1
. , 021A32X1 3M 2B H5328 132CX1
If you arel unsure of thel Otis part no. for the switch you 021A32Y10 M B H7587 132CY10
are replacing, you can still determine the proper Adams part 021A32Y2 3M 2B H5318 1320Y2
number by following the guide below. You will need to know: 021A32Y1 M 2B H5317 132CY1
021A40Y1 4M H5317 140CY1
1) Switch arrangement 021A41X1 4M 1B H5328 141CX1
021A41Y10 4M 1B H7587 141CY10
2) Number of MAKING contacts 021A41Y1 4M 1B H5317 141CY1
021A50Y1 5M H5317 150CY1
3) Number of BREAKING contacts 021A30Y2 oM Hea18 1200y2
4) Type of coll General Purpose, 4-Lead Coil
. 021B23Z1 2M 3B H7501 623CZ1
SAMPLE PART NO.: 021B23Z5 2M 3B H7555 623CZ5
021 A 3 2 11 02183221 3M 2B H7501 632071
021B32Z5 3M 2B H7555 632CZ5
. 021B4121 4M 1B H7501 641CZ1
(SAngtgz‘Btgl)"e Type of coil 021B50Z1 5M H7501 650CZ1
This number will ap- Self-Holding, 3-Lead Coil
pear on Otis coils 021C20X1 2M H5328 320CX1
preceded by 222C 021C23X1 2M 3B H5328 323CX1
(Example: 222CY1) 021C31X1 3M 1B H5328 331CX1
021C32X1 3M 2B H5328 332CX1
B=General Purpose, No. of BREAKING 021C40X1 4Mm H5328 340CX1
4-lead coil contacts 021C41X1 4Mm 1B H5328 341CX1
. 021C50X1 5M H5328 350CX1
C=Self-Holding, Self-Holding, 4-Lead Coll
3-lead coil No. of MAKING L
contacts 021D14Z1 1M 4B H7501 714CZ1
D=Self—HoIding 021D23Z3 2M 3B H7500 723CZ3
-lead coil 021D32Z1 3M 2B H7501 732CZ1
021D3223 3M 2B H7500 732CZ3
021D41Z1 4M 1B H7501 741CZ1

NOTE: For condensor-timed switches, order A or B plus suit-
able condensor

*MAKING contacts are normally open [NOJ; BREAKING contacts are normally closed [NC].
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